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In-Line-Fuse PV-K/ILF

Technical data

Connector system MC4

Degree of protection IP68 (1 m, 1 h)/IP65

Test voltage AC 6.6 kV (1 min)

Ambient temperature range -40 °C...+50 °C (UL)

Upper limiting temperature 105 °C

Max. contact resistance of the connector 0.25 mΩ

Contact material Copper, tin plated

Insulation material PC/PA

Fire protection class UL94:V-0

UL-File number E474445

IN-LINE-FUSES

The In-line-Fuse PV-K/ILF with a crimping connection guarantees a long-lasting, stable 

connection in comparison to conventional omega-style clips: Minimal energy loss, low 

heat generation. Robust housing, safety class IP68. Cable cross-section 10 AWG/ 

6 mm². Other fuse ratings available upon request.
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55000127-0050UL PV-K/ILF10/6N0050UL 1000 10 50 MC4 x

55000128-0050UL PV-K/ILF15/6N0050UL 1000 15 50 MC4 x

55000129-0050UL PV-K/ILF20/6N0050UL 1000 20 50 MC4 x

55000130-0050UL PV-K/ILF30/6N0050UL 1000 30 50 MC4 x

55000189-0052UL PV-K/1500ILF4/6N0052UL 1500 4 52 MC4 x

55000334-0055UL PV-K/1500ILF5/6N0055UL 1500 5 55 MC4 x

55000254-0055UL PV-K/1500ILF6/6N0055UL 1500 6 55 MC4 x

55000190-0055UL PV-K/1500ILF10/6N0055UL 1500 10 55 MC4 x

55000191-0055UL PV-K/1500ILF15/6N0055UL 1500 15 55 MC4 x

55000192-0055UL PV-K/1500ILF20/6N0055UL 1500 20 55 MC4 x

MA
Ich ib n ie ne Montageanleitung. 

Man sollte mich unbedingt le-

sen, bevor man das Produkt ver-

wendet! Ich beinhalte wertvolle 

Hinweise zur korrekten Montage 

und zum richtigen iE nsatz des 

Produktes. Im Moment ist id e 

Schrift zwar ein bischen l k ein, 

a
rbe  später geht das dann ganz 

gut zu lesen, da die MA dann

Assembly instructions MA701
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